
USW1-5 – 2.5W Ultra Compact IN WALL USB Switching Power Supply

•	 ultra compact in-wall USB Power Supply (< 20mm width)
•	 developed according to USB standard
•	 modular PCB can be assembled in various custom made 

enclosures

For reference only

TECHNICAL DATA
USW1-5

OUTPUT DATA
Rated voltage 5.0Vdc
Adj. output voltage range 5.0Vdc Fixed
Continuous current 500mA
Overload limit 650A
Short circuit peak current 1200mA
Load regulation < 2.0%
Ripple   < 250mVpp
Hold up time
(Vin 120Vac)
(Vin 230Vac)

> 15ms
> 80ms

Protections Overload/short circuit: hiccup
INPUT DATA
Input rated voltage frequency

AC: 120 - 230Vac / 47...63Hz (range 85…264Vac)
DC: 110...345Vdc

Input rated current
(Vin 120Vac)
(Vin 230Vac)

60mA
45mA

Internal protection fuse Fuse 800mAT / 250Vac (not user replaceable)
GENERAL DATA
Efficiency > 78%
Dissipated power < 60mW
Operating temperature - 20°C…+ 50°C
Storage Temperature - 20°C…+ 85°C
Derating No derating
Overvoltage category
Pollution degree

II
2 (IEC 664-1)

Input / output isolation 4.2kVdc
Standards & Approvals CE marking
EMC Standards EN61000-6-1, EN61000-6-3
Protection degree IP20 according to EN60529
Connection terminals 1.5mm², screw type header (24...12AWG)
Connection terminals Output USB-A female connectors
Case material ABS, UL94V0
Approx. Weight 15.0g

Size (W x H x D)
18.0 x 32.6 x 35.5mm (PCB dimension)

To be hosted in a standard outlet module


